Dry type Transformer Quote
	Customer*:
	

	Delivery Location*:
	

	E-Mail*:
	

	Phone*:
	


TRANSFORMER BASIC INFORMATION
Remark：■ Select   □ No
	Type & Description*:
	

	Rated Capacity (KVA):
	

	Number of phases
	□   Single-phase             □   Three-phase    

	Frequency
	□   50Hz                    □   60 Hz   

	HV rated voltage kV(Primary Phase-phase)
	

	LV rated voltage kV(Secondary Phase-phase)
	

	Taps
	□   None                    
□   With tap changer, range: 

   

	Connection vector
	□ Dyn11   □ Yyn0  
□ Other:  

	Auto/Isolation transformer
	□ Isolation   □ Auto- transformer

	Insulation Class
	□ B      □ F      □ H   
□ others: 


	Winding
	□ Cast-resin      
□ Non-encapsulated VPI


	Winding material
	□ Copper         □ Aluminum

	Core material
	□ Silicon Steel    □ Amorphous metal

	Cooling method
	□ Air natural(AN)     □ (AN)/Air-forced (AF)

	Enclosure:
	□ with enclosure      □ without  enclosure

	Enclosure Protection Degree: 
	□IP00     □IP20   □Other:

	Enclosure material:
	□Steel(with static paint)

□Al Alloy
□Stainless steel

□Others:



	Cooling Fan
	□ None         □ Yes

	Temperature display/control
	□None
□Temperature thermometer
□Temperature Controller


Dry type Transformer Quote (continuous)
	Primary terminal:
	□Bolt and Nuts
□Flat bus bar: □Copper  □Al  
□Terminal block

□Others:

	Secondary terminal:
	□Bolt and Nuts
□Flat bus bar: □Copper  □Al  
□Terminal block

□Others:

	Loss Limits:
	NO LOAD LOSS
	
	LOAD LOSS
	

	Service condition
	Altitude  □ 1000m and lower   □ other:
Max temp. □ 40    □ other:

□ Indoor use    □ Outdoor use

	Packing
	

	Transportation
	

	Quantities
	

	Miscellaneous
	


